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× Traffic Engineering Contact

× Discuss Concerns/Determine Process

× Traffic Condition Assessment/Decision Point

× Kickoff Meeting   we are here

× Develop Alternatives to Test

× Implementation Plan

× Installation

× Assessment of Effectiveness





×Neighborhood Concern:  Excessive Speeding

Collection Location:  2305 Parkview Blvd.
Collection Date(s):    9/25/2018 (24hrs.)

10/23/2018 (48hrs.)



Roadway Width:  33õ # of Homes:  30 Reported Crashes (7yr):  2

DATA TYPE EB WB AVG./TOTAL

Average Speeds 35mph 38mph 37mph

ADT Volumes 352 818 1170

DATA TYPE EB WB AVG./TOTAL

Average Speeds 34mph 38mph 36mph

Total Volumes 611 1472 2083

ADT Volumes 306 736 1042



Traffic Calming Tool Box

× Increased Enforcement

× Neighborhood Entry Features

× Lane Narrowing

× Roadway Diet

× Traffic Control Signage

× Chicanes

× Traffic Circle/Roundabout

× Center Median/Island

× Roadway Dip (limited)

× Road Closure

×One -Way Conversion



× Repeated CSPD presence 

at same location at varying 

times

INCREASEDENFORCEMENT

NEIGHBORHOODENTRY FEATURES

× Alerts drivers of entry into a 

residential area



× Lanes can be narrowed 
through striping, curb bulb -

outs, medians, and on -street 

parking. 

LANE NARROWING

ROADWAY DIET

× Travel lane reductions to 

reduce speeds for 

neighborhood compatibility

× Separates parking, bikes 

and vehicles



× Install additional speed limit 
signs, radar signs, or stop 

signs at key locations

TRAFFIC CONTROL SIGNAGE 

CHICANES

× Creates a deflected path 

on straight roadways to 

reduce speeds


